
COMPATIBILITY CHART ANTYFOULING Sea-Line
®
 

 

Self - polishing Antyfouling  and  Self - polishing Antyfouling ALUPLUS 
  

 

o Antyfouling Sea-Line
®
 - can be directly overcoated : 

International:  

o Cruiser premium 

o Micron Extra   

o Micron CSC 

o Trilux  

o Cruiser Uno 

o Waterways 

o Interspeed Ultra 

Hempel :  

o Ocean Performer 

o Mille Dynamic 

o Hard Racing 

 

Seajet: 

o 031 (Samuraj) 

o 032 (Profesional) 

o 033 (Shogun) 

o 035 (Hard Racing) 

o 034 (Emperor) 

o 037 (Costal) 

o Warior 

Plastimo : 

o Classic 

o Performance 

o Racing 

 

Nautix : 

o Classic 

o Performance 

o Racing 

o Nautix A2 

o Nautix A3 

o Nautix A4 

Inne: 

o Oliva VSE 

o Waterline 

o XM HS3000 

o XM P4000 Hard 

o Commpass 

antyfouling 

 

Steps before you start 

application: 

I. Clean old surface with water under pressure. 

II. Remove splinters and damage old coatings of antifouling. 

III. Repair all damages with epoxy fillers. 

IV. Apply 1-3 layers of Sea-Line antifouling.  

�  Antyfoulingi Sea-Line
®

-  sealer coat needed :  
International:  

�   Micron 66 

�   Micron Optima 

Seajet: 

� Platinum 

 

Inne: 

� Interlux Micron 55 

� Oliva PTFE 

� All unknown Antyfouling 

Steps before you start 

application: 

I. Clean old surface with water under pressure.. 

II. Abrade P180-P240 all surface. 

III. Repair all damages with epoxy fillers. 

IV. Apply minimum 1 layer Sea-Line Epoxy Lightprimers GKF or Sea-Line anti-osmotic system 

V. Apply by 1-3 of layers Sea-Line antifouling. 

�  Antyfoulingi Sea-Line
®

-  remove old antifouling completely : 
International:  

�  VC Offshore  

�  VC 17M 

Seajet: 

� Speed 

Nautix : 

�  Nautix A3 T.Speed 

�  Nautix A4 T.Speed 

� All Antyfouling with Teflon 

Steps before you start 

application: 

I. Remove all layers of old antyfoilung. 

II. Repair all damages with epoxy fillers. 

III. Apply minimum 1 layer Sea-Line Epoxy Lightprimers GKF or Sea-Line anti-osmotic system 

IV. Apply by 1-3 of layers Sea-Line antifouling. 

 


